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DPU-414

Model DPU-414-50B

Printing

Method Thermal serial dot printing

Number of dots/line (H×W) 9 × 320

Paper width (mm)  112+0
-1

Printing width (mm) 89.6

Speed (character/sec) max 52.5

Character matrix (H×W dots) 9 × 7

Character size (H×W mm) 2.5 × 1.9, 2.5 × 0.9 (Condensed)

Number of columns 40, 80 (Condensed)

Character type Extended graphics character set, Alphanumeric, International characters, Katakana character set

Power supply (V) Option: Specified AC adapter, Ni-MH battery

Battery Without (option)

Communication interface Parallel (36pins Amphenol), Serial (9pins D-SUB)

Input buffer 28K bytes

Command ESC/P™ conformity

Cutting Tear bar

Operating temperature (˚C) 0 to 40

Service life (line)     500,000*1

Dimensions (W×D×H mm)      160.0 × 170.0 × 66.5 (printer unit only)*2

Mass (g) Approx. 580 (without Battery)

Standard FCC, CE, VCCI, CCC

Option AC adapter, Battery
*1  Use recommended thermal papers.   *2 Excluding protrusion.

Serial interface specification
Item Specification
Baud rate 75, 110, 150, 300, 600, 1200, 2400, 4800, 9600, 19200bps

Data bit 7bits, 8bits

Parity bit Odd, Even, or None

Stop bit 1bit

Control method H/W BUSY, Xon/Xoff

Parallel interface specification
Item Specification
Synchronization Synchronized with STROBE signal

Handshaking Synchronized with ACK and BUSY signal

Signal level TTL level

 Max printing speed: 52.5 character/sec
 Available international character
 Interface: Serial and parallel

Standalone Printer Unit

DPU-414
Standalone Printer Unit
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DPU-D2

DPU-D3

Model DPU-D2-00A DPU-D3-00A

Printing

Method Thermal line dot printing

Number of dots/line 384 576

Resolution (dots/mm) 8

Paper width (mm)   58+0
-1   80+0

-1

Printing width (mm) 48 72

Speed (mm/sec) max 100 (8.5V) 80 (8.5V)

Character matrix (H×W dots) 24 × 24, 24 × 12, 16 × 16, 16 × 8

Character size (H×W mm) 3.0 × 3.0, 3.0 × 1.5, 2.0 × 2.0, 2.0 × 1.0

Number of columns 16, 32, 24, 48 24, 48, 36, 72

Character type Extended graphics character, Katakana character set, CP1252, Optional font,  
Downloaded character, User-defined character, JIS 1 & 2 level kanji

Bar code UPC-A/E, JAN (EAN) 8/13, ITF, CODE39, CODABAR, CODE93, CODE128, PDF417, QR Code, MaxiCode, Data Matrix

Power supply (V) Driving voltage (5.0 to 9.0)

Communication interface Serial / USB

Input buffer 4,096 bytes

Command ESC/POS™ conformity

Cutting Tear bar

Operating Temperature (˚C) -10 to 50

Service life (km)    50*1

Dimensions (W×D×H mm) 80.0 × 68.8 × 85.5*2 102.0 × 68.8 × 85.5*2

Mass (g) Approx. 180 Approx. 210

Software*3 Printer Driver
*1  Use recommended thermal papers.   *2  Excluding protrusion.   *3  Please see official homepage "www.sii-ps.com" for details.

 Max printing speed: 100mm/sec (DPU-D2)
	 80mm/sec (DPU-D3)

 Small and compact design
 Panel-mount type
 Easy paper operation

Panel-Mount Printer Unit

DPU-D Series

Low Voltage

Panel-Mount Printer Unit

Serial interface specification
Item Specification
Baud rate*3 9600, 19200, 38400, 115200

Data bit 8 bits

Parity bit*3 Odd, Even or None

Stop bit 1 bit

Control method*3 BUSY, Xon/Xoff
*3  Select by utility software.

USB interface specification
USB printer-class 2.0 conformity
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MTP401

MTP102

MTP201

Model MTP102-16B MTP201-20B MTP201-24B MTP401-40B MTP201-G166

Printing

Type Character Graphic

Method Thermal serial dot printing

Paper width (mm) 38+0
-1 58+0

-1 80+0
-1 58+0

-1

Printing width (mm) 26.4 45.9 46 66.7 46

Speed (line/sec) max 1.2 1.0 0.9 0.5 0.9

Paper path Curved

Character matrix (H×W dots) 7 × 5

Character size (H×W mm) 2.4 × 1.2 2.4 × 1.6 2.4 × 1.4 2.4 × 1.2 2.4 × 1.4

Number of columns 16 20 24 40 24

Direction Left to right

Timing Synchronized with the tachogenerator

Line spacing (mm) 3.8 2.8

Character spacing (dot) 2 0

Detection Mechanical switch

Power supply (V) 4.0 to 6.0

Peak current (A) 3.2 (5V on)

Service life (Lines) 500,000*1

Operating temperature (˚C) 0 to 50

Dimensions (W×D×H mm) 48.0 × 31.0 × 13.8*2 70.0 × 34.0 × 14.4*2 91.5 × 35.5 × 20.0*2 70.0 × 34.0 × 14.4*2

Mass (g) Approx. 35 Approx. 40 Approx. 50 Approx. 40
*1  Use recommended thermal papers.   *2  Excluding protrusion.

 Extremely compact and light-weight
 High reliability
 Shuttle head type

Serial Printer

MTP Series

Low Voltage

Serial Printer
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LTPV345

LTPZ245
(Horizontal)

LTPZ245
(Vertical)

LTPH245

LTPU245

LTPC245

 Max. printing speed: 75mm/sec
 Compact and light-weight
 Operating temperature: -20˚C to 50˚C

 Max. printing speed: 75mm/sec
 Extremely compact design 
 Light weight only 30g
 Platen latch function

 Max  printing speed: 85mm/sec 
 Platen latch function
 Label printing
 Support thick paper: up to 135μm

LTPZ Series

LTPU245

LTPV Series

Thermal Printer Mechanism

Thermal Printer Mechanism

Thermal Printer Mechanism

Low Voltage

Low Voltage

Low Voltage
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POS/ECR

5963 1111 0000 6666

10/19

John Smith

EFT-POS

5963 1111 0000 6666

10/19

John Smith

EFT-POS
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 Max printing speed: 62.5mm/sec
 Easy paper operation
 Platen latch function
 Operating temperature: -30˚C to 70˚C

LTPH245
Thermal Printer Mechanism

Low Voltage
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Other Models Lineup

 Max printing speed: 65mm/sec
 Easy paper operation
 Lineup of head resolution: 6 dots/mm and 8 dots/mm

LTPC Series
Thermal Printer Mechanism

Low Voltage
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LTP8235

LTP1245

STP411-320

SAM-1245

SAM-1245
(with autocutter model)

 Max printing speed: 60mm/sec
 Compact and light-weight
 Available built-in auto cutter model

SAM-1245
Sub-assembled printer Unit

Low Voltage
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Other Models Lineup

 Max printing speed: 60mm/sec
 Compact and light-weight
 Resolution: 6 dots/mm
 Loading type

 Max printing speed: 62.5mm/sec
 Compact and light-weight
 Paper feed knob model available
 Straight and curved path models available
 Operating temperature: -30˚C to 70˚C

LTP8235

LTP1245

Thermal Printer Mechanism

Thermal Printer Mechanism
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Calculator

 Compact and light-weight
 High-quality and high reliability
 Individual motors for moving head and feeding paper.
 Quiet printing  by stepping motor.

STP411
Thermal Printer Mechanism
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LTP2242

LTP2342

CAPG247
(with autocutter model)

LTPG247

LTPF347

 LTPF247
(With auto cutter)

APU-G247

G A S
E X P R E S S

CARD

G A S
E X P R E S S

P R E M I U M  U N L E A D E D

4 9 . 0 2

1 5 . 5 6 1

S a l e  $

G a l l o n s

Gas POS

Other Models Lineup

 Max printing speed (LTP2242) : 90mm/sec
 Straight and curved path models available
 Label printing
 Support thick paper: up to 135μm (Straight path model only)

 Max. printing speed: 150mm/sec
 Roll paper capacity: up to ф83mm
 Easy paper operation
 Interface: Serial or USB model

 Max printing speed: 220mm/sec
 Platen latch function
 Auto cutter option (Slide type) available

 Max printing speed: 150mm/sec
 Platen latch function
 Windows® driver

LTP2000 Series 

APU-G247

LTPF Series 

CAPG247/ LTPG247

Thermal Printer Mechanism

Sub-assembled Printer Unit

Thermal Printer Mechanism

Thermal Printer Mechanism

24V

24V

24V

24V

POS/ECR

POS/ECR
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Air Ticket Air Ticket

Gate A21 Economy
Class [EC]
A22
John
Smith

Time

Flight

Class

Seat

Name

John Smith
Name

A22
Seat

San Jose [SJC]
Destivation

Please be present at the boarding gate at least 15minutes before departue time.

10:08
MT8929
09 APR 2015
From: Tokyo [TYO/HND]
To: SAN JOSE [SJC]

Ticket
Printer

Medical
Equipment

Medical
Equipment

POS/ECR

5963 1111 0000 6666

10/19

John Smith

EFT-POS

5963 1111 0000 6666

10/19

John Smith

EFT-POS
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Barcode

A  02 13 21 33 49 53

B  08 11 24 37 44 58

C  01 10 22 33 45 52

D  08 16 23 35 41 59

$1 * 20 *4

$80.00

Gaming
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Recommended thermal paper

Printer Thermal paper
Specification

Paper width
(mm)

External diameter
(mm)

Internal diameter
(mm) Length (m) Roll/Box Core

CAPD245, LTPD245, LTPU245, LTPJ245
LTPA245, LTPC245, CAPC245, LTPH245 TP-322L 58 30 9 (9) 10

CAPD345, LTPD345, LTPV345 TP-V341L 80 48 9 (28) 10

LTPV445 TP-341L-1 112 48 9 (28) 10

CAPD247, LTPD247, LTP01,LTP02, 
LTPG247, LTPF247 TP-211C-1 58 48 12 (25) 10 �

LTP04, CAPD347, LTPD347, LTPF347 TP-312C-1 80 48 12 (25) 10 �

LTP2242
TP-521C 60 48 12 (25) 10 �

TP-252C-1 60 50 12 (28) 10 �

LTP2342 TP-312C-1 80 48 12 (25) 10 �

LTP2442 TP-451C-1 112 48 12 (25) 10 �

DPU-S245 TP-S245L-1 58 38 9 (19) 10

DPU-S445 TP-341L-1 112 48 9 (28) 10

RP-B10, RP-E10, RP-D10
TP-E23C-1 58 80 12 (65) 10 �

TP-B10CH 80 80 12 (65) 10 �

DPU-3445
TP-341L-1 112 48 9 (28) 10

TP-343L-3 (High proof paper) 112 48 9 (28) 10

DPU-D2 TP-211C-1 58 48 12 (25) 10 �

DPU-D3 TP-312C-1 80 48 12 (25) 10 �

DPU-12 TP-201C-1 58 38 9 (18) 10 �

DPU-30 TP-211C-1 58 48 12 (25) 10 �

DPU-411, DPU-412, DPU-414
TP-411L-3 112 48 9 (28) 10

TP-411L-4 112 48 9 (28) 10

DPU-H245 TP-H241L 58 25 9 (7) 10

DPU-E247 TP-E23C-1 58 80 12 (65) 10 �

APU-G247 TP-E23C-1 58 80 12 (65) 10 �

APU-F247 TP-E23C-1 58 80 12 (65) 10 �

SAM-1245 TP-322L 58 30 9 (9) 10

MTP102 TP-102C-4 38 28 11.2 (8) 10 �

MTP201
TP-251L 58 48 9 (28) 10

TP-202L-4 58 25 9 (7) 10

MTP401
TP-312C-1 80 48 12 (25) 10 �

TP-401L-4 80 40 9 (20) 10

STP211
TP-211C-1 58 48 12 (25) 10 �

TP-211C-3 58 48 12 (25) 10 �

STP312
TP-312C-1 80 48 12 (25) 10 �

TP-312C-3 80 48 12 (25) 10 �

STP411
TP-451C-1 112 48 12 (25) 10 �

TP-451C-3 112 48 12 (25) 10 �

Seiko Instruments Inc. recommends the following paper to best print.
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iPad, iPhone, iPod are trademarks of Apple Inc., registered in the U.S. and other countries. 
IOS is a trademark or registered trademark of Cisco in the U.S. and other countries and is used under license.
ESC/POS™ and ESC/P™ are registered trademarks of SEIKO EPSON Corporation.
Windows® and Windows Mobile® are the registered trademarks of Microsoft Corporation (USA).
Android™ is a trademark of Google Inc.
Linux® is a registered trademark of Linus Torvalds in the United States and / or other countries.
Company and product names are trademarks or registered trademarks of their respective companies.
We have completed making all of our printers compliant with the RoHS directive.

Official site  http://www.sii-ps.com
Print System Div.
8, Nakase 1-chome, Mihama-ku
Chiba-shi, Chiba 261-8507, Japan
Telephone:+81-43-211-1106  Facsimile:+81-43-211-8037

21221 S. Western Ave., Suite 250, Torrance, CA 90501, USA.
Telephone:+1-310-517-7778   Facsimile:+1-310-517-7779

Siemensstrasse 9 D-63263 Neu-Isenburg, Germany
Telephone:+49-6102-297-0   Facsimile:+49-6102-297-222
E-mail : info@seiko-instruments.de

4-5 / F, Wyler Center 2, 200 Tai Lin Pai Road, Kwai Chung,
N.T., Kowloon, Hong Kong
Telephone:+852-2494-5160   Facsimile:+852-2424-0901

12F, No.101, Sec.2, Nanking E.Rd.,
Taipei 104, Taiwan, R.O.C.
Telephone:+886-2-2563-5001   Facsimile:+886-2-2563-5580
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S A F E T Y  P R EC AU T I O N S • G EN ER A L  N O T E S

1. This catalog provides a summary of product specifications.  Before using each 
product, please thoroughly read the technical manual, user's manual, and other 
manuals which have been prepared by us.

2. The products listed in this catalog are not allowed to be used as part of any 
life-support system or any other equipment or system which requires extremely 
high reliability, without our permission in writing.

3. When using each product, thoroughly understand the specifications of the 
product, observe the descriptions and markings for prevention and avoidance of 
danger, on your products and in the documents such as the manual, and advise 
and guide your customers (users).

1. Because of our continuous research for improvements, the contents in this 
catalog may be changed without prior notice.

2. Since the photo of each product is printed, the color of the photo may be different 
from that of the real product. Before use, please check the actual color of the 
product.

3. Concerning the use of information, drawings, etc. in this catalog, we shall not 
guarantee the industrial property, intellectual property, and other rights of a 
third party or grant their licenses. Accordingly, we will not assume responsibility 
for violation of the third party's rights attributable to such use.

4. No part of this catalog may be reprinted. reproduced or used for other purposes 
without our written permission.

5. Warranty is limited to the product unit delivered. We will be exempted from 
responsibility for any damage which may be caused by any defect of this product.

Printed in Feb.2018

1-1802-1000/Printed in Japan


